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Hi-band: 10750 Mi 1
FS300 Spec Lo-band’ 10000 Mhz
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TECHNICAL DESCRIPTION

GENERAL
Type: DSNG/OB up to 4 camera’s (camera’s not included)
Vehicle: Mercedes sprinter 316 CDI

Dimentions: L(m) x B(m) x H(m) 6.10 x 2.30 x 3.20
Power : Generator, HONDA EU30IS 230V / 16A

Inverter, victron 24V 4 x 175A batteries

TRANSMISSION

Antenna : Holkirk RM-120 KU antenna with HPA XT400 Xicom 400W
Uplink range : 14.0 — 14.5 GHz / Downlink range : 10.7 — 12.5 GHz
Spectrum analyser : R&S FS300
Encoding : HD encoder, Tandberg EN 8092
SD encoder-modulator Tandberg E5714 (QPSK, 8PSK, DVBS-2)
Decoding: IRD Tandberg RX8200 MPEG2/4 (DVB-S/S2)
Registrations: Eutelsat ESVA performed on antenna

Eutelsat LU test performed on antenna

VIDEO
Videoswitcher: Blackmagic Design ATEM1
Videomatrix: Blackmagic 20 x 20 cleanswitch
Video editor: Avid mediacomposer with mojo DX
Cabling: Optical fibre system PROTECH PS470

+ 2 x 150m SMPTE fiberoptic cable

AUDIO

Audiomixer : Yamaha 01V961

Communication : Intercom Z&hl AIR8 with IFB system included
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